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Counter Top Stainless Steel Range

Hundred & Thousand Series Water Boilers

Our hugely popular WB200 and Concept series boilers of the last 
decades have evolved into this superb range of counter top boilers 
which are capable of covering a wide variety of requirements.

Hundred Series

The CT200 and CT300 are identical in outer appearance. The 
CT300 operates on a powerful 6kW supply to double the hourly 
output. These models have high taps which are ideal for filling 
cafetières and tall jugs or teapots.

Thousand Series

Designed for situations where large volumes are needed over a 
short period, there are five models in the Thousand Series boiler 
range with outputs of between 12 and 36 litres in one go plus 28 to 
85 litres per hour. Models CT4000 and CT6000 have the additional 
benefit of two taps to speed delivery and halve your serving time.

All models
• Stylish, compact, reliable and long lasting
• Energy saving ECO mode on all models  
• Electronically controlled for constant temperatures of 98ºC
• Large, non-drip taps
• Easy installation and maintenance
• Insulated for economy and safety
• Low voltage switching on all controls
• Stainless steel boilers
• Minimal steam escape
• Early warning intelligent diagnostics with LCD read out
• Five water level sensors
• Safety cut-out on overflow and element
• 2 years on-site parts and labour guarantee
• Choice of overflow position to front and rear
• Stainless steel drip tray included
• 2 metre food quality hose with ¾” BSP connections

Range Guide �-�\�S�S���:�W�L�J�P�Ä�J�H�[�P�V�U���Z�L�L���W�H�N�L�Z����������� 

CT200 & CT300
Over 60 cups (10 litres) 
in one go and up to 57 
litres per hour (CT300)

Ideal for
Caterers using tall pots 
or cafetières.

CT2000
Over 72 cups (12 litres)  
in one go and up to 28 
litres per hour.

Ideal for
Regular servings with 
the occasional rush.

CT4000
Two twin tapped boilers 
with a choice of 3kW (28 
litres per hour) and 6kW 
(57 litres per hour) and 19 
or 23 litres rapid draw off.

Ideal for
Caterers needing large 
volumes in peak periods.

CT6000
Two twin tapped boilers with 
a choice of 6kW (57 litres 
per hour) and 9kW (85 litres 
per hour) and over 33 litres 
rapid draw off.

Ideal for
Caterers needing the largest 
volumes in peak periods.

Unique, new 
message display 

incorporating boiler 
status and detailed 

fault diagnosis.

Boilers can easily be 
switched to operate 

on energy saving 
half capacity.

Situated in Eastbourne town centre the Odyssey 
Fish Restaurant was launched approximately 12 
months ago in newly furbished premises. Open 
7 days per week this successful restaurant has 
approximately 42 covers which it turns over 3 
times per day, whilst the takeaway caters for 
150+ customers per day. 
 
The commercial kitchen fitters  managing this 
‘change of use’ project specified the heavy 
duty, twin tap CT4000. This model is perfect for 
situations were large volumes of hot water are 
required quickly, as in this operation. 
 
Panni Photiou, Proprietor said “The CT4000 
is providing good, reliable service. In this 
business the integrity of the equipment is 
essential to ensure we deliver a consistent 
and efficient service to our customers, and 
the CT4000 meets these requirements.”

Odyssey Fish Restaurant 86 Seaside, Eastbourne
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DB2000 Push Button Dispense Boiler

In response to customer demand we are pleased 
to introduce this superb counter top boiler.

Idea for self service, the boiler has an optional advanced 
programmable locking system. This allows the unit to be 
ready to use at the touch of an electronic key and is perfect 
for high security users or where Health & Safety is a concern.

• Simple push and hold dispense button
• �Capable of producing 28 litres per hour 

and 12 litres initial draw off
• Stylish, compact, reliable and long lasting
• Energy saving ECO mode  
• �Electronically controlled for constant temperatures of 

98ºC (easily programmable down to 80°C if required)
• Easy installation and maintenance
• Insulated for economy and safety
• Low voltage switching on all controls
• Stainless steel boiler
• Minimal steam escape
• Early warning intelligent diagnostics with LCD read out
• Five water level sensors
• Safety cut-out on overflow and element
• 2 years on-site parts and labour guarantee
• Choice of overflow position to front and rear
• Stainless steel drip tray included
• 2 metre food quality hose with ¾” BSP connections
• Over 20 individual electronic keys can be programmed

We believe that ours are the most 
advanced and efficient boilers available 
and that our hourly output figures are 
achievable every hour, are accurate 
and cannot be beaten on equivalent kW 
loadings. Figures may vary slightly with 
changes in ambient temperatures.

Full Specification see pages 18-19

We believe that ours are the most 
advanced and efficient boilers available 

and that our hourly output figures are 
achievable every hour, are accurate 

and cannot be beaten on equivalent kW 
loadings. Figures may vary slightly with 

changes in ambient temperatures.

Full Specification see pages 18-19

If you are short of counter or 
wall space here is an alternative 
solution for your hot drink needs. 
These fonts are available with 
boilers capable of providing 3, 12 
or 40 litres in one rush and from 
27 litres to 72 litres per hour.

New for 2008

Under Counter Water Boilers

Suitable for anywhere from a small office to 
a football stadium these stylish chrome and 
stainless steel push button fonts are available 
with a choice of three powerful boilers.

• �Programmable to dispense a measured 
volume or to deliver on demand 

• �Electronically controlled for constant temperatures of 
98ºC (easily programmable down to 80ºC if required)

• �Stainless steel boilers
• �Minimal steam escape
• �Early warning intelligent diagnostics with LCD read out
• �Four water level sensors
• �Safety cut-out on overflow and element
• �2 years on-site parts and labour guarantee
• �Stainless steel drip tray included
• �A second font can be used with the 12 & 40 litre models
• 3, 12 & 40 litre boiler sizes
• Single phase power supply
• �40 litre model can be configured to either  

5kW (20amp) or 7.5kW (30 amp) loading

Counter Top Stainless Range

NEW
FOR 2008

NEW
FOR 2008
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CH1000

Combined Water Boiler And Chiller 

Convenient and cost-efficient, the Instanta CH1000 gives you the 
flexibility of filtered hot or cold water on tap
• Saves the cost, storage and carrying of bottled water
• �Fresh, clean tasting water thanks to the in-line filter, which also helps to 

reduce lime scale
• Easy to use non-drip taps
• �Over 60 cups per hour chilled water below 11°C (depending on ambient 

room temperature)
• �Thermistor controlled for constant hot water temperature of 98°C
• �Quality stainless case and insulated boiler
• �Compact, reliable and long-lasting
• �Low-voltage switching on all controls
• �Easy installation and maintenance
• �Choice of overflow at front or rear
• �Complete with 13amp moulded plug
• �2 metre food quality hose with 3/4” BSP female connections
• �It is important that this unit is situated in a well-ventilated area
• �12 months parts and labour warranty

MOD18

Bulk Water Boiler MOD18

Built in collaboration with the Ministry of Defence, this massive automatic 
fill water boiler is designed to serve hundreds. But you don’t have to be in 
the military to need one of these machines. They are equally at home in 
sporting arenas, concert venues or any high volume site.

Each boiler is custom built so tap positions can be adjusted to your 
specification. (Illustration for guidance only)

• �Advanced electronic controls
• �Reliable and long-lasting
• �Large non-drip taps with optional swivel arms
• �Easy maintenance
• �Insulated for economy and safety
• �Low voltage switching on all controls
• �Food quality hose with 3/4” female connections
• �Needs 20psi incoming water pressure (if you have insufficient pressure, 

a pump and a factory modification may be needed)
• �12 months parts and labour guarantee
• �Unique Instanta service self diagnostics

WB2 Supreme

Favourite choices for high volume users, these superbly 
efficient models guarantee large volumes of boiling water 
– essential equipment for a varied beverage menu.

• �Advanced electronic controls
• �Compact, reliable and long-lasting
• �Large high pressure non-drip taps
• �Spill tray included
• �Easy installation and maintenance
• �Insulated for economy and safety
• �Low voltage switching on all controls
• �Powerful 14psi working pressure
• �No overflow required
• �Vacuum relief and safety valves
• �Food quality hose with 3/4” female connections
• ���Needs 25psi incoming water pressure (if you have 

insufficient pressure, a pump will be needed)
• �12 months parts and labour guarantee
• �Interchangeable steam nozzles, slow for frothing milk 

and fast for instant boiling.

Combined Water Boiler And Chiller & Bulk Water Boiler

We believe that ours are the most 
advanced and efficient boilers available 

and that our hourly output figures are 
achievable every hour, are accurate 

and cannot be beaten on equivalent kW 
loadings. Figures may vary slightly with 

changes in ambient temperatures.

Full Specification see pages 18-19

Though best known for its ability 
to add froth to cappuccino, steam 
injection has many many more 
uses. Making perfect chocolate 
drinks, super fast heating of 
soups, custards and sauces 
are just a few possibilities.

The versatility of steam

Catering for needs as diverse 
as those of offices to those 
of armies, these models 
demonstrate Instanta’s flexibility,

If you have a requirement that 
can’t be met by a product in this 
brochure, ask us and see if we 
can come up with a solution.

Specialist Instanta Products
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Cup Carousels And Cup Holders

Ideal solutions for storing cups neatly whilst keeping them warm and ready for use.

HCC60

Capable of holding 60 (85mm max diameter) stacking cups and 60 saucers, this carousel revolves through 
a full 360°. Using only 200w power, the carousel will help you to serve piping hot drinks by substantially 
reducing the temperature drop caused by cold cups. Unlike some other carousels, Instanta carousels 
have unique protecting runners, which prevent unsightly scratches to both the cups and the equipment.

The carousel takes the popular 85mm stacking cups as standard but, if required, we can supply runners, 
which are easy to fit and reduce the aperture to 80, 75 or 70mm (please specify at time of order).

Also available unheated for storage only (Model CC60)

AF40

The AF40’S unique design means that, when counter space is at a premium, it takes up only 60% 
of the space needed for a conventional carousel. Built to the high quality you have come to expect 
from Instanta, the AF40 has the capacity to hold 40 (85mm maximum diameter) stacking cups.

Using only 100w power, the AF40 helps you to serve piping hot drinks by substantially 
reducing the temperature drop caused by cold cups. The AF40
apertures can be adapted at the factory from the standard 85mm to take 80, 75 
and 70mm diameter stacking cups (please specify at time of order).

Also available unheated for storage only (Model AF40/U)

AFTER SALES

Service, Spares And Guarantees

We believe that our high quality products and an efficient after-sales service distinguish us from our competitors

Service early warning

Instanta products are built to last, but for times when maintenance is needed our unique LCD displays or coded service lights give 
the user plenty of warning. Designed to alert you to problems with limescale, water supply or simple operator errors, these provide a 
quick, accurate diagnosis, minimising time wastage and reducing costly engineers’ visits.

Protect yourself and your equipment from hard water

Many places have a hard water supply. Check with your local water supplier or ask Instanta. Bristol, Brighton, Hartlepool, Milton 
Keynes, Norwich, Southampton and Poole have proved to be particular black spots. Although the mineral deposits do no harm to 
your health, they can damage your beverage making equipment if you do not fit scale reduction technology. We therefore strongly 
recommend that you invest in a scale reducer or a food quality water softener. The protection afforded to your equipment will soon 
turn the initial expense into an economy.

Instanta Scale Reducers & Scale Eliminators

• These filters both reduce scale and help to purify the water through cutting down chlorine and other chemicals.
• See our separate water treatment leaflet for more information.
• All filters and components are UK water byelaws and NSF approved.

Spare parts

We carry a comprehensive range of spare parts. Place your order before 3pm and currently 99% of the time we achieve same-day 
despatch via first class post.

Guarantees, Warranties & Accreditation

Don’t just take our word for it

Everyone is going to tell you that they are great but we have the accreditations to support us. Our Quality and Enivronmental 
Management Systems are approved by BSI. Many of our boilers are WRAS and KIWA certificated, we are SAFEcontractor approved 
and members of the British Safety Council.

Guarantees 

Should your Instanta product need repair, we are pleased to offer the following guarantees:

• 12 Months parts and labour - Value Range, CH1000,MOD18, WB2 Steam & Water Boilers
• 24 Months parts and labour - Hundred and Thousand Series Boilers, WM wall mounted range, Under Counter Boilers and DB2000
• 48 Months parts and labour - all cup carousels and cup holders

Please note that we cannot guarantee against problems caused by customer misuse, insufficient water pressure, high water pressure 
or hard water limescale. Tap springs and washers are subject to wear and tear and, whilst we will be pleased to replace these springs 
and washers free of charge during the guarantee period, we will only send engineers to fit them to Steam & Water boilers.

For technical help and advice please call our friendly service helpline on 01704 502911

Due to continuous improvements we reserve the right to alter the design or specification without notice.

Cup Carousels

003

Certificate No. FM36413

57470

Certificate No. EMS75807

378

378

HCC60 & CC60
Height 710mm

AF40 & AF40U
Height 520mm

381

220

378

378

HCC60 & CC60
Height 710mm

AF40 & AF40U
Height 520mm

381

220
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Value Range

1500 LCD
Allow up to 45mm on depth for connection. 
Drip Tray: add a further 146mm to depth

H	 592mm
W	 235mm
D	 335mm
TC	 184mm

3000 LCD
Allow up to 45mm on depth for connection. 
Drip Tray: add a further 146mm to depth

H	 600mm
W	 285mm
D	 335mm
TC	184mm

WA5
Water and power connections to the base or through the 
back on the left hand side.

H	 430mm
W	 285mm
D	 200mm
TE	 85mm

Counter Top Range

CT200 & CT300
Allow up to 45mm on depth for connection. 
Depth includes integral drip tray

H	 678mm
W	 260mm
D	 555mm
TC	 275mm

CT2000, CT4000, CT6000
Allow up to 45mm on depth for connections.
Depth includes integral drip tray.

For all
H	 608mm 
D	 555mm 
TC	 165mm

CT2000
W	 260mm

CT4000
W	 360mm

CT6000
W	 440mm

DB2000 Push Button
Allow up to 45mm on depth for connections.

H	 608mm
W	 260mm
D	 465mm
TC	 145mm

Speciality Products

Under Counter Water Boilers
For boiler measurements request technical data sheet.

Font
H	 221mm
W	 185mm
D	 185mm
TC	 132mm

CH1000
Allow up to 45mm on depth for connection.
Depth includes integral drip tray.

H	 579mm
W	 233mm
D	 503mm
TC	 145mm

MOD18 H	 692mm
W	 660mm
D	 550mm

WB2 Supreme
Allow up to 45mm on depth for connections.
Drip Tray: add a further 215mm to depth.

H	 585mm
W	 345mm
D	 420mm
TC	 180mm
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Page Model HUT RDOL RDOC HO HOC RPM PL SPC CWO

6 WM3 12 3 18 28 168 0.5 3 0.10 N/A

6 WM7 25 7 42 28 168 0.5 3 0.12 N/A

6 WM15-3 57 15 90 28 168 0.5 3 0.13 N/A

6 WM15-6 28 15 90 57 342 1 6 0.13 N/A

8 1500LCD 35 11 66 27 162 0.5 3 0.10 N/A

8 3000LCD 52 17 102 27 162 0.5 3 0.10 N/A

8 WA5 18 5 30 27 162 0.5 3 0.10 N/A

10 CT200 31 10 60 28 168 0.5 3 0.10 N/A

10 CT300 16 11 66 57 342 1 6 0.10 N/A

10 CT2000 35 12 72 28 168 0.5 3 0.10 N/A

10 CT4000-3 57 19 114 28 168 0.5 3 0.13 N/A

10 CT4000-6 32 23 138 57 342 1 6 0.13 N/A

10 CT6000-6 41 33 198 57 342 1 6 0.17 N/A

10 CT6000-9 27 36 216 85 510 1.4 9 3 phase 0.17 N/A

12 DB2000 35 12 72 28 168 0.5 3 0.10 N/A

13 UCDB3 12 3 18 28 168 0.5 3 0.10 N/A

13 UCDB12 35 12 72 28 168 0.5 3 0.10 N/A

13 UCDB40 Please note that the UCDB 40 has 3 x 2.5kW elements and can be configured as either a 5 or 7.5kW unit

13 UCDB40 63/95 40 240 46/71 276/426 0.8/1.2 5/7.5 0.18 N/A

14 CH1000 10 3 20 28 168 0.5 3 0.10 60-80

14 MOD18 45 135 810 204 1224 3.4 18 3 phase 0.64 N/A

15 WB-2 51 13 78 23 138 0.45 3 0.20 N/A

15 WB-2/6kW 27 13 78 51 306 1 6 0.20 N/A

CWO	 Cold water output of the CH1000 in cups per hour. 

HO	� Hourly output in litres. Instanta recently had a complaint 
upheld by the Advertising Standards Authority that some 
manufacturers were claiming hourly outputs that were not 
acheivable every hour. Our figures represent the most that 
be can be heated in one hour at this power rating. 

HOC	 Hourly output in cups based upon 6 cups per litre.	

HUT	� Heat up time from cold in minutes. This is the time taken for a boiler 
to heat to full capacity at full temperature from stone cold. Insulation 
means that in daily use, times can be significantly reduced.

RDOC	� Maximum draw off available after the boiler has completed 
its initial heat up in cups based upon 6 cups per litre. 

RDOL	 �Maximum draw off available after the boiler has 
completed its initial heat up in litres.

RPM	� Recovery per minute. ie. the volume of water per minute in 
litres that will be reheated by the boiler.	

					   
PL	� Power loading in kW. All boilers are single 

phase unless otherwise stated.

SPC	 �Standby power consumption. ie. the typical amount of 
energy in kW/hr used by the boiler when idling.

Key to table

Wall Mounted Range

WM3 & WM3SS
Dimensions are for the plastic case, stainless steel cases 
are marginally smaller. Water and power connections to the 
base or through the back on the left hand side.

H	 452mm
W	 332mm
D	 208mm
TE	90mm

WM7 & WM7SS
Dimensions are for the plastic case, stainless steel cases 
are marginally smaller. Water and power connections to the 
base or through the back on the left hand side. 

H	 498mm
W	 350mm
D	 220mm
TE	 90mm

WM15SS
Water and power connections to the base or through the 
back on the left hand side.

H	 545mm
W	 350mm
D	 250mm
TE	 80mm

Dimensions Key:   H = Height   W = Width   D = Depth (exc. drip tray)   TE = Tap Extension out   TC = Tap Clearance to drip tray

332

452

90 208

350

498

90 220

Dimensions are for the plastic cases, stainless cases are marginally smaller.

All measurements are in mm.

350

545

80 250

235

592

146 335

184

285

600

146 335

184

285

430

85 200

260

678

555

275

260

608

555

165

Side elevation CT2000 CT4000 & CT6000

233

579

145

503

345

585

180

215 420

660

892

550
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The Professional’s Choice

For sales information, contact your local 
dealer, or why not visit our website?

You will find our full range of products 
and a questionnaire to help you choose 

the most effective beverage making 
equipment for your business needs.

Your Instanta Dealer

Instanta Limited, Canning Road, Southport, Merseyside. PR9 7SN 
Tel: 01704 501114  Fax: 01704 501115  Email: info@instanta.com

www.instanta.com


